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INTRODUCTION 
The Wisconsin Professional Baseball Park District (“District” or “Owner”) is a special district that 
is a local unit of government, a body corporate and politic that is separate, distinct and independent 
from the state. The District is charged with the oversight and monitoring of planning, financing, 
designing, constructing, commissioning, operating and maintaining a major league baseball 
facility, American Family Field, that is the home of the Milwaukee Brewers (“Team”), in 
Milwaukee, Wisconsin.  
 
The District is seeking bids from qualified contractors (“Contractor”) for Expansion Joint 
Replacement in the bowl on Terrace Level at American Family Field (“Work”). 
 
Work shall be in full accordance with the documents within this RFP, including any addenda and 
written response to questions issued and in full accordance with manufacturer’s instructions. 
Please see Appendix A for detailed scope of work, including drawings and specifications.  
 
OVERVIEW  
Bids should be submitted using the Bid Forms included in this RFP. Bidding Contractors are 
required to visit the site and observe and measure all areas as part of this bid. See mandatory pre-
bid site visit details below. 
 
The Sigma Group will serve as Project Administrator on this project.  

 
Shannon Schwingle, Project Administrator 
414-550-9830 

All correspondence, including questions and bids, related to this RFP must be emailed to: 
bid@wibaseballdistrict.com  

Emails sent to any other email address may be considered non-responsive of this RFP. 
 
Bids should be written to the attention of: 
Wisconsin Professional Baseball Park District 
Attn: Shannon Schwingle 
American Family Field 
1 Brewers Way 
Milwaukee, WI 53214  
 
Bids must be emailed to: bid@wibaseballdistrict.com   
 
Contractors will receive an email confirming receipt of the bid. Bids are due by 5:00 PM (CT) on 
July 22, 2026. 
 
This RFP may be amended by the District in response to need for further clarification, 
specifications and/or requirement changes, new opening date, etc.  Amendments will be posted on 
the District’s website at www.wibaseballdistrict.com. It is the responsibility of the bidding 
Contractors to check this website for any future amendments, questions, revisions, etc., prior to 
the opening date and return with the response. Failure to do so may result in your bid being 
rejected. The District reserves the right to (i) reject any and all bids for any reason or no reason at 
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all; (ii) disregard all non-conforming, non-responsive or conditional bids; or (iii) waive any and 
all bid irregularities or informalities and make an award as if the irregularities or informalities did 
not exist. Contractors will not be compensated for any costs or expenses incurred in the preparation 
of their bid. 
 
Any and all questions related to this RFP must be submitted in writing no later than 5:00 pm (CT) 
on July 13, 2026, to the Project Administrator, Shannon Schwingle, at 
bid@wibaseballdistrict.com. 
 
Responses to questions will be posted on the District’s website (www.wibaseballdistrict.com) no 
later than 5:00 pm (CT) on July 16, 2026.  Please check the website periodically since a 
preliminary response to questions may be posted sooner than July 16, 2026. 
 
A copy of the Wisconsin Professional Baseball Park District standard General Conditions to 
Construction Services Contract is included in Appendix B. A contract with these terms and 
conditions will be presented to the selected Contractor for signature. Bidding Contractors are 
required to return any exceptions to these standard Terms and Conditions with their bid. Any 
exceptions to contract terms will be taken into consideration when bids are reviewed. 
 
CONTRACTOR QUALIFICATIONS 
Bidding Contractors must provide evidence of successful completion of projects similar in scope, 
complexity, and timeline of the Work. This evidence shall be submitted at the same time as the 
bidding Contractor’s bid form. 
 
MANDATORY PRE-BID SITE VISIT 
While the District has provided certain as-built drawings as part of this RFP, they should not be 
relied upon for completeness. Bidding Contractors are required to visit the site and observe and 
measure all areas as part of this bid. A mandatory pre-bid meeting and walkthrough will be 
held at American Family Field on July 9, 2026 at 11:00 am (CT). See Appendix E for pre-bid 
meeting details. 
  The Sigma Group 

Shannon Schwingle, Project Administrator 
414-550-9830 
bid@wibaseballdistrict.com  

 
SCOPE OF WORK 
See Appendix A for drawings, and specifications. All work and materials shall conform in every 
detail to the scope, drawings and specifications. If there is a conflict within or between the any of 
the RFP or contract documents involving an obligation, a duty, or the quality or quantity of Work 
required, then the document imposing the most stringent obligation or duty and the highest quality 
or greatest quantity shall control. All quantities are to be field measured and verified by the bidding 
Contractor. 
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SCHEDULE 
The following provides an overview of some key milestone dates. There shall be no disruption to 
normal building operations, games, events or occupancy. All Work must be coordinated around 
events at the ballpark. All Work shall be completed no later than December 18, 2026. 
 

Milestone Date 
Mandatory Pre-Bid Site Visit July 9, 2026  
RFP questions due  July 13, 2026 
RFP response to questions posted July 16, 2026 
RFP bids due July 22, 2026 
Contract awarded to selected Contractor * Week of August 3, 2026 
Substantial completion December 18, 2026 

 
* A copy of the Wisconsin Professional Baseball Park District standard General Conditions to 
Construction Services Contract is included in Appendix B. 
** Work must be coordinated around events at the ballpark and site. The 2026 Milwaukee Brewers 
Baseball Schedule is included in Appendix C. 
 
ACCURACY 
This RFP may include errors, omissions, or deficiencies, and the accuracy and completeness of 
this document and related documents are not guaranteed. In the event such errors, omissions, or 
deficiencies are discovered by the Contractor, the Contractor shall promptly notify the District in 
writing within seventy-two (72) hours of discovery. The Contractor shall abide by and comply 
with the true intent and meaning of the requirements as stated herein and shall not avail itself of 
any apparent error or omission, should any exist. Further, by submitting a Bid, Contractor warrants 
that all items to be supplied under any resultant contract shall, unless otherwise agreed by the 
Owner, meet the performance requirements set forth in this RFP.  
 
PERMITS AND REGULATIONS  
Bidder shall include in their bid all costs necessary to comply with all applicable laws, ordinances, 
rules and regulations. All work for the project must be performed in accordance with all federal, 
state, and local laws, ordinances, and rules and regulations relating to the work. Where the bid 
documents exceed these requirements, the bid documents shall govern. In no case shall work be 
installed contrary to or below the minimum legal standards.  
 
BIDDING CONTRACTOR’S REPRESENTATION 
By submitting a bid, each Contractor certifies that it has examined and fully comprehends the 
requirements and intent of this RFP. By submitting a bid, each Contractor further certifies that, 
prior to submitting its bid, it has visited the site and examined all conditions affecting the Work 
and proposes to furnish all labor, materials, equipment and supplies necessary for, or incidental to, 
the proper execution of the Work.  

 
CONDITIONS OF WORK 
Access to American Family Field will be subject to standard building access regulations in place 
at that time. The selected Contractor will be provided with parking at American Family Field. 
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PROTECTION OF WORK AND PROPERTY 
Contractor shall continuously maintain adequate protection of all work from damage and shall 
protect Owner from injury or loss arising in connection with the Contract. Contractor shall make 
good any such damage, injury, or loss and shall adequately protect adjacent property.  
 
Contractor shall take all necessary precautions for the safety of employees on the project, and shall 
comply with all applicable provisions of federal, state, and local safety laws and building codes to 
prevent accidents or injury to persons on, about or adjacent to the premises where the work is being 
performed. Contractor shall erect, and properly maintain at all times as required by the conditions 
and progress of the work, all necessary safeguards for the protection of workers and the public and 
shall post danger signs warning against, without limitation, hazards created by such features of 
construction as protruding nails, hoists, scaffolding, and falling materials. Contractor shall provide 
and maintain flags, danger signs, barricades, rails, etc., as required to for safety. Job site safety is 
the sole responsibility of the Contractor.  
 
DIVERSE FIRM PARTICIPATION 
The District has a goal to achieve 15% participation by Diverse Firms as outlined in the 06/09/2020 
Diversity Contracting Program. A copy can be found in Appendix D and on the Project 
Participation Committee tab on the Wisconsin Professional Baseball Park District website 
(www.wibaseballdistrict.com). Bidders must review and complete the form(s) as appropriate and 
submit with their bid documents.  Failure to do so may result in your response being rejected. 
 
WARRANTY 
Contractor Warranty 
In addition to all applicable manufacturer warranties, Contractor shall supply the Owner with a 
workmanship warranty that is in effect for a period of one (1) year from the substantial completion 
date. In the event any work related to the scope of work is found to be defective or otherwise not 
in accordance with Contract documents within the Contractor warranty term, the Contractor shall 
repair that defect at no cost to the Owner and within a manor deemed acceptable by the Owner.  
A version of this Contractor Warranty shall be provided to the Owner as part of this bid 
process.  
 
TAXES 
This project is Sales & Use Tax Exempt (CES Number 008-0000051268-04). A Wisconsin Sales 
and Use Tax Exemption Certificate will be provided to the selected Contractor. 
 
CLOSEOUT REQUIREMENTS 
The selected Contractor shall submit the following to the Project Administrator as part of project 
closeout, in addition to completing the closeout items as listed in the specifications. The Project 
Administrator must approve these items prior to recommending final payment to the District. 

 
1. Final conditional lien waiver 
2. Contractor’s labor warranty 
3. Manufacturer’s warranty 
4. Completion of all punch-list items 
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APPENDICES 

A. Scope of Work 
B. Wisconsin Professional Baseball Park District standard General Conditions to 

Construction Services Contract  
C. Current 2026 Milwaukee Brewers game schedule 
D. Diversity Contracting Program 
E. Mandatory Pre-Bid Site Visit Details 
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This bid form must be signed by a person authorized to legally bind the Contractor. By submitting 
this bid, the Contractor agrees that the fixed price contained herein shall remain firm for a period 
of 30 days from the due date of this RFP. 

 
BID FORMS 

 
NAME OF COMPANY      ______(Affix Corporate 
          Seal if Applicable) 
 
STREET ADDRESS         
 
 
CITY STATE ZIP CODE        
 
 
TELEPHONE NUMBER        
 
 
E-MAIL ADDRESS         
 
 
SIGNATURE          
 
 
TYPE NAME AND TITLE        
 
 
DATE           
 
 
I. LUMP SUM BASE BID #1 – REPLACE SECTION 417 EXPANSION JOINT 
In accordance with all Bidding Documents, Conditions, General Requirements, and Addenda, 
provide all necessary labor, materials, tools, equipment, supplies, and supervision necessary to 
perform all Work required for the expansion joint replacement on Terrace Level Section 417 at 
American Family Field. 
 
Lump Sum  
Amount $                  Dollars  $     
   (Words) U.S. Funds     (Figures) U.S. Funds 
 
II. LUMP SUM BASE BID #2 – REPLACE SECTION 426 EXPANSION JOINT 
In accordance with all Bidding Documents, Conditions, General Requirements, and Addenda, 
provide all necessary labor, materials, tools, equipment, supplies, and supervision necessary to 
perform all Work required for the expansion joint replacement on Terrace Level Section 426 at 
American Family Field. 
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Lump Sum  
Amount $                  Dollars  $     
   (Words) U.S. Funds     (Figures) U.S. Funds 
 
III.  UNIT COST/LF – REPLACE EXPANSION JOINT 
In accordance with all Bidding Documents, Conditions, General Requirements, and Addenda, 
provide a unit price for replacing expansion joints.  All items associated with the work shall be 
included in the unit price.  
 
Unit Amount 
Per Linear Foot $      Dollars  $     
   (Words) U.S. Funds     (Figures) U.S. Funds 
 
IV. CONTRACTOR WORKMANSHIP WARRANTY 
Attach a sample of the 1-year contractor workmanship warranty. 
 
 
V. DIVERSE FIRM PARTICIPATION 
Attach a completed “Diverse Firm Utilization Plan” or, if necessary, the “Exemption Certification” 
and “Certification of Good Faith Effort” to this bid form. Forms can be found in Appendix D.  
 
Signature           
 
Title            
 
 
VI. ADDENDUM(S) RECEIVED 
Acknowledge receipt of each Addendum issued for this RFP. 
 
Addendum(s) Received (insert #s)        
 
Signature           
 
Title            
 

VII.  GENERAL CONDITIONS TO CONTRUCTION SERVICES CONTRACT RECEIVED  
Acknowledge receipt AND acceptance of the General Conditions to Construction Services 
Contract issued with this RFP OR exceptions attached hereto. Any exceptions to contract terms 
will be taken into consideration when bids are reviewed. 
 
 
Signature           
 
Title            
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APPENDIX A 
 
 

Scope of Work  
 

STATEMENT OF WORK 
 
SECTION 417 AND 426 EXPANSION JOINT REPLACEMENTS 
The District is seeking a qualified contractor to provide all necessary tools, equipment, labor, and 
supervision to remove and replace the existing expansion joint and flashings located at Section 
417 and Section 426 in the Terrace Level seating bowl. Each expansion joint has metal flashings 
covering portions of the expansion joint. The length of each expansion joint shall be field 
measured. Original plans of existing conditions are included in Appendix A. Contractor shall 
replace the expansion joints with the Sika EmSeal product specified, new metal flashings, and any 
necessary joint and concrete repairs. All walkable surfaces will need a cover plate installed. See 
photographs and cutsheet in Appendix A. 
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Product Description
SJS-Seismic Joint System by Sika Emseal is designed to provide a 
watertight, trafficable joint system in 2-inch (50mm) and larger joint 
openings, in decks including parking decks, stadium concourses, 
stadium treads and risers, and other horizontal plane applications.
The SJS System builds on a track record of over 30 years of sealing 
horizontal plane joints with impregnated foam sealants.  The SJS 
System is two horizontal joints pre-assembled in parallel adjacent to 
a heavy-duty extruded aluminum spline.  The spline is designed as 
the receptor for the attachment of traffic plates that bear vehicle and 
other loads.
The silicone-and-impregnated-foam hybrid components act to anchor 
the system, ensure watertightness, absorb sound, and dampen 
vibration.
The factory-assembled spline, bellows, and foam, are shipped with 
factory-attached installation hanger-bars.  
Epoxy gel adhesive is field-applied to the faces of the joint opening.
The sealing assembly is lowered into the joint gap where it self-
expands into epoxy adhesive.

Consecutive lengths are joined through the field-application of 
manufacturer-supplied, low-modulus, high-movement silicone to the 
spline and intersecting bellows surfaces.  Friction fit alignment pins 
prevent the joins from moving during silicone cure.
A field-applied silicone sealant band is injected at the bellows to joint 
substrate interface to complete the waterproofing.
The SJS joint-sealing assembly installation hanger bars are removed 
sequentially as coverplates are lowered over the joint and screwed to 
the center spline, completing the installation.

Uses
	� For new construction and retrofit of old or failed joint systems. 
	� For restoring watertightness to chronic leaking over occupied 

spaces.
	� Uniquely suited to joint openings designed for seismic separation 

of structural building elements.
	 –	 parking decks
	 –	 airport roadways
	 –	 mall bridge connectors
	 –	 stadium concourses
	 –	 stadium treads and risers
Note: for split-slab, plaza and podium decks see SJS-FP.

Pictured with optional 
elastomeric nosing 

PRODUCT DATA SHEET
 SJS-Seismic Joint System
Watertight, Seismic and Large-Gap Deck Expansion Joint System for Decks —  
Parking, Stadium Concourses, Treads & Risers, etc.

®

Figure 1: System Components (shown in substrate with optional elastomeric nosing) 
Factory applied sealant to  

spline corner bead

Field applied sealant to 
concrete corner bead

Watertight factory applied
traffic-grade sealant bellows

Epoxy adhesive

Plate leveling and sound 
dampening Elastometric  
Nosing material

Central stiffening spline

Self-tapping stainless steel

3/8” (8mm) metal coverplate
Available in: sand blasted aluminum or

                          stainless steel
	

Impregnated expanding foam
anchoring system and 

shock/sound attenuating baffle
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Features
Watertight – The tensionless silicone bellows are installed flush  
to or just below the deck surface and just below the coverplate.   
This ensures that watertightness is achieved at the deck surface.  The 
need for moisture barriers and secondary gutter systems  
is eliminated.
Non-Invasive Anchoring – There are no hard metal-to-concrete 
connections in the coverplate system at all.  This includes embedded 
pins, anchors, screws, bolts or tracks, trays or rails.  The coverplate 
assembly is locked to the joint faces by means of the backpressure of 
the foam and the epoxy adhesive, and by the weight of the assembly.
Sound Attenuation – The flanking impregnated foam and silicone 
hybrid acts not only as the anchoring system, but also as a highly 
effective sound and shock dampener.  Optional sound attenuating 
polyurethane nosing material further dampens sound and provides 
a plate leveling mechanism.  The result is a sound-attenuated, 
watertight coverplate system.
Self-Locating Coverplate Screws – The center spline is a continuous 
receptor for the coverplate screws that are self-tapped into the 
anchor channel.  This feature dramatically reduces installation-
related problems of locating self-centering, sliding ball devices and 
pantographs.  The probability of screws being left out is eliminated 
by the ease of anchoring which also ensures proper plate alignment 
between sections.
Self-Locking, Vibration-Dampened Screws – Vibration in alternative 
systems that rely on metal-to-metal connections and contact points is 
the primary cause of screw loosening.  Vibration that might otherwise 
work to loosen screws in these technologies is, in the SJS, first 
dampened by the massive and continuous springs of impregnated 
foam along the entire length of the joint.  In addition, 30 pounds of 
force is required to loosen the screws which translates into excellent 
resistance to loosening without the need for thread-lock compounds.
Field-Adjustable Plate Support – Installation over a leveling-bed 
of Sika Emseal supplied elastomeric nosing material provides the 
opportunity to fine-tune the support of the coverplate sections to 
reduce rocking and noise caused by un-level deck surfaces.  Concrete 
in new and retrofit applications is inevitably uneven across and along 
the joint.  Systems that attach or embed extruded rails to receive self-
centering bars and sliding ball and socket devices cannot be adjusted 
to eliminate unevenness across and down the length of the joint.
Continuity of Seal – As in all Sika Emseal expansion joint systems, 
continuity of seal through changes in plane and direction is an 
essential performance differentiator.  Factory-fabricated transitions 
at curbs, sidewalks, parapets, tees, crosses, and tread/risers are 
available with the SJS System.  Details for watertight, warranted, field-
fabricated transitions between the different Emseal product systems 
are additionally available.

Performance & Selection
Joint Sizes – For mean-temperature, structural-slab, joint sizes from 
2-inches (50mm) up to 16-inches (400mm).  For special conditions or
other sizes consult Emseal.
Movement Capability – 100% (+50% and -50%) of nominal material 
size.
Depth of Seal  
Width			  Depth of Seal 
2” – 3 1/2” (50-90mm)  3-inches (75mm) 
4” – 8”  (100-200mm) 	 4” (100mm)
9” – 13”  (225-325mm) 	 5” (125mm)

14” – 16” (350-400mm)        8” (200mm)

Coverplates – Standard coverplate is 3/8-inch (10mm) shot-blasted 
aluminum or stainless steel.  Other custom metals are available — 
consult EMSEAL.
Coverplate thicknesses can be customized to suit load and traffic 
expectations — Consult Emseal.
Coverplate edge-chamfer available in standard or optional low-slope 
configurations — consult CAD details at www.emseal.com.
Fire Rating – 1 or 2-hour fire rating for joints openings from 2-inches 
(50mm) to 10-inches (250mm) with SJS-FR.  
For larger sizes consult Emseal.

CAD & Guide Specs
Guide Specifications and CAD details are available online at  
Emseal.com or by contacting Emseal.  

Warranty
Standard or project-specific warranties are available from  
Sika Emseal on request. 

Availability & Price
SJS System is available for shipment internationally.  Prices are 
available from local representatives and/or directly from the 
manufacturer.  Sika Emseal reserves the right to modify or withdraw 
any product without prior notice.

EMSEAL JOINT SYSTEMS, LTD  
25 Bridle Lane 
Westborough, MA 01581 USA 
Phone: 508.836.0280  
Fax: 508.836.0281
www.emseal.com

SIKA CORPORATION    
201 Polito Avenue 
Lyndhurst, NJ 07071 USA 
Phone: +1-800-933-7452 
Fax: +1-2019336225  
www.usa.sika.com

EMSEAL, LLC   
111 Royal Group Crescent 
Woodbridge, ON L4H 1X9 Canada 
Phone: +1-416-740-2090 
Fax: +1-416-740-0233
www.emseal.com

Product Data Sheet    
Sika Emseal SJS System 
August 2024  Version SE-2.0 
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PRODUCT DATA SHEET

Sikacrete®-421 CI Rapid
One-component, early strength-gaining concrete containing factory blended coarse aggregate

PRODUCT DESCRIPTION
Sikacrete®-421 CI Rapid is a one-component, early 
strength-gaining concrete containing factory blended 
coarse aggregate. This concrete is air entrained and also 
contains a migrating corrosion inhibitor.

USES
Full depth repairs▪
On grade, above, and below grade on concrete▪
On horizontal surfaces▪
Vertical and overhead surfaces when formed and 
pumped or poured

▪

As a structural repair material for parking facilities, 
industrial plants, walkways, bridges, tunnels, dams and 
balconies

▪

Filler for voids and cavities▪

CHARACTERISTICS / ADVANTAGES
High early strength▪
Fast-setting▪
Integral corrosion inhibitor▪
Prepackaged coarse aggregate: Eliminates need to 
extend material in the field; Eliminates the risk of 
reactive aggregate

▪

Excellent workability and finishing characteristics▪
Rapid hardening as defined by ASTM C-928 (Type R3)▪

PRODUCT INFORMATION

Packaging 65 lb (29 kg) bag

Appearance / Color Gray powder

Shelf Life 12 months from date of production if stored properly in original, unopened 
and undamaged sealed packaging

Storage Conditions Store dry at 40–95 °F (4–35 °C).
Protect from moisture. If damp, discard material

1 / 4



TECHNICAL INFORMATION

Compressive Strength 2 hours 3,000 psi (20.7 MPa)
1 day 5,000 psi (34.5 MPa)
7 days 6,000 psi (41.4 MPa)
28 days 6,500 psi (44.8 MPa)

(ASTM C-39)
73 °F (23 °C)

50 % R.H.

Flexural Strength 28 days 1,000 psi (6.9 MPa) (ASTM C-293)

Splitting Tensile Strength 28 days 650 psi (4.5 MPa) (ASTM C-496)
73 °F (23 °C)

50 % R.H.

Shear Strength 1 day 1,700 psi (11.7 MPa)
7 days 2,300 psi (15.9 MPa)
28 days 3,000 psi (20.7 MPa)

(ASTM C-882
Modified)

* Mortar scrubbed into substrate (73 °F (23 °C) and 50 % R.H.)

Shrinkage Water Cured 0.012 %
Air Cured -0.016 %

(ASTM C-157
Modified per
ASTM C-928)

28 days results at 73 °F (23 °C) and 50 % R.H.

Freeze-Thaw Stability 300 cycles > 90 % (ASTM C-666)

Rapid Chloride Permeability 28 days 600 (Very Low) (ASTM C-1202
AASHTO T-277)

APPLICATION INFORMATION

Mixing Ratio 5.5-6 pints (2.6-2.8 L)

Coverage 0.5 ft3 (0.01 m3) per bag
(Coverage figures do not include allowance for surface profile and porosity or material waste)

Layer Thickness Min. Max.
1" (25 mm) 8" (203 mm)

Product Temperature 65–75 °F (18–24 °C)

Ambient Air Temperature > 40 °F (4 °C)

Substrate Temperature > 40 °F (4 °C)

Product Data Sheet
Sikacrete®-421 CI Rapid
September 2018, Version 01.02
020201010060000029
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APPLICATION INSTRUCTIONS
SURFACE PREPARATION

Surface must be clean and sound. Remove all 
deteriorated concrete, dirt, oil, grease, and other 
bond-inhibiting materials from the area to be repaired.

▪

Be sure repair area is not less than 1" (25.4 mm) in 
depth.

▪

Preparation work should be done by high pressure 
water blast, scabbler or other appropriate mechanical 
means to obtain an exposed aggregate surface profile 
of ±1/8" (3.2 mm) (CSP-7-8).

▪

To ensure optimum repair results, the effectiveness of 
decontamination and preparation should be assessed 
by a pull-off test.

▪

Saw cutting of edges is preferred and a dovetail is 
recommended.

▪

Substrate should be Saturated Surface Dry (SSD) with 
clean water prior to application. No standing water 
should remain during application.

▪

    
PRIMING
        

Reinforcing steel: Steel reinforcement should be 
thoroughly prepared by mechanical cleaning to remove 
all traces of rust. Where corrosion has occurred due to 
the presence of chlorides, the steel should be high 
pressure washed with clean water after mechanical 
cleaning. For priming of reinforcing steel use Sika® 
Armatec® 110 EpoCem (consult PDS).

▪

         
Concrete Substrate: Prime the prepared substrate with 
a brush or sprayed applied coat of Sika® Armatec® 110 
EpoCem (consult PDS). Alternately, a scrub coat of 
Sikacrete®-421 CI Rapid can be applied prior to 
placement of the mortar. The repair mortar has to be 
applied into the wet scrub coat before it dries.

▪

MIXING

Start mixing with 5.5 pints (2.6 L) of water.▪
An additional 0.5 pint (0.2 L) can be added if needed.▪
Do not overwater as excess water will cause 
segregation.

▪

Add Sikacrete®-421 CI Rapid while continuing to mix. 
Mix to a uniform consistency, maximum 3 minutes. 
Mechanically mix with a low-speed drill (400–600 rpm) 
and paddle or in appropriate-size mortar mixer or 
concrete mixer.

▪

APPLICATION

Pre-wet surface to SSD.▪
Ensure good intimate contact with the substrate is 
achieved. To accomplish this, material should be 
scrubbed into the substrate or other suitable means 
should be employed such as vibration of the material 
or pumping under pressure.

▪

Vibrate form while pouring or pumping.▪
Pump with a variable pressure pump.▪
Continue pumping until a 3 to 5 psi increase in normal ▪

line pressure is evident then STOP pumping.
Form should not deflect.▪
Vent to be capped when steady flow is evident, and 
forms stripped when appropriate.

▪

CURING TREATMENT

As per ACI recommendations for Portland cement 
concrete, curing is required.

▪

Moist cure with wet burlap and polyethylene, a fine 
mist of water or a water based* compatible curing 
compound.

▪

Curing compounds adversely affect the adhesion of 
following lifts of mortar, leveling mortar or protective 
coatings.

▪

Moist curing should commence immediately after 
finishing. Protect freshly applied mortar from direct 
sunlight, wind, rain and frost.

▪

 
* Pretesting of curing compound is recommended.

LIMITATIONS
As with all cement based materials, avoid contact with 
aluminum to prevent adverse chemical reaction and 
possible product failure. Insulate potential areas of 
contact by coating aluminum bars, rails, posts etc. with 
an appropriate epoxy such as Sikadur 32 Hi-Mod.

▪

Elevated temperatures will decrease working time and 
slump.

▪

Rate of strength gain will be reduced at colder 
temperatures. On site testing is recommended.

▪

BASIS OF PRODUCT DATA
Results may differ based upon statistical variations 
depending upon mixing methods and equipment, 
temperature, application methods, test methods, actual 
site conditions and curing conditions.

OTHER RESTRICTIONS
See Legal Disclaimer.

ENVIRONMENTAL, HEALTH AND SAFETY
For further information and advice regarding 
transportation, handling, storage and disposal of 
chemical products, user should refer to the actual Safety 
Data Sheets containing physical, environmental, 
toxicological and other safety related data. User must 
read the current actual Safety Data Sheets before using 
any products. In case of an emergency, call CHEMTREC 
at 1-800-424-9300, International 703-527-3887.

DIRECTIVE 2004/42/CE - LIMITATION OF EMISSIONS OF 
VOC

0 g/l (EPA method 24)
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LEGAL DISCLAIMER
• KEEP CONTAINER TIGHTLY CLOSED 
• KEEP OUT OF REACH OF CHILDREN 
• NOT FOR INTERNAL CONSUMPTION 
• FOR INDUSTRIAL USE ONLY 
• FOR PROFESSIONAL USE ONLY 
 
Prior to each use of any product of Sika Corporation, its 
subsidiaries or affiliates (“SIKA”), the user must always 
read and follow the warnings and instructions on the 
product’s most current product label, Product Data 
Sheet and Safety Data Sheet which are available at 
usa.sika.com or by calling SIKA’s Technical Service 
Department at 1-800-933-7452. Nothing contained in 
any SIKA literature or materials relieves the user of the 
obligation to read and follow the warnings and 
instructions for each SIKA product as set forth in the 
current product label, Product Data Sheet and Safety 
Data Sheet prior to use of the SIKA product.  
 
SIKA warrants this product for one year from date of 
installation to be free from manufacturing defects and 
to meet the technical properties on the current Product 
Data Sheet if used as directed within the product’s shelf 
life. User determines suitability of product for intended 
use and assumes all risks. User’s and/or buyer’s sole 
remedy shall be limited to the purchase price or 
replacement of this product exclusive of any labor costs. 
NO OTHER WARRANTIES EXPRESS OR IMPLIED SHALL 
APPLY INCLUDING ANY WARRANTY OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE. SIKA SHALL NOT BE LIABLE UNDER ANY LEGAL 
THEORY FOR SPECIAL OR CONSEQUENTIAL DAMAGES. 
SIKA SHALL NOT BE RESPONSIBLE FOR THE USE OF THIS 
PRODUCT IN A MANNER TO INFRINGE ON ANY PATENT 
OR ANY OTHER INTELLECTUAL PROPERTY RIGHTS HELD 
BY OTHERS.  
 
Sale of SIKA products are subject to the Terms and 
Conditions of Sale which are available at 
https://usa.sika.com/en/group/SikaCorp/termsandconditions.html
or by calling 1-800-933-7452.

Sika Corporation
201 Polito Avenue
Lyndhurst, NJ 07071
Phone: +1-800-933-7452
Fax: +1-201-933-6225
usa.sika.com

Sika Mexicana S.A. de C.V.
Carretera Libre Celaya Km. 8.5
Fracc. Industrial Balvanera
Corregidora, Queretaro
C.P. 76920
Phone: 52 442 2385800
Fax: 52 442 2250537

Sikacrete-421CIRapid-en-US-(09-2018)-1-2.pdf
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Wisconsin Professional Baseball Park District  
standard General Conditions to Construction Services Contract 
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Current 2026 Milwaukee Brewers Baseball Schedule 
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Wisconsin Professional Baseball Park District  
Diversity Contracting Program 
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Mandatory Pre-Bid Site Visit Details 
 
 
 


